Weatherproof IRIS IRIS 520/540 SHDSL for Outdoor Ethernet over Copper

Weatherproof model of IRIS 520/540 modems with extended temperature range is now available from DCombus. 

The newly packaged IRIS SHSDL modems are suitable for outdoor implementations of IP camera and surveillance networks enabling reliable, weatherproof high speed Ethernet over copper broadband. Modems top speeds allow 60/60 Mbps high performance IP/Ethernet transfer over twisted copper wires with low latency and high reliability.

IRIS 520ind / 540ind functionality and characteristics: 

· SHDSL EFM and ITU-T g.shdsl.bis atm mode interoperable modems/CPEs.

· 1-4 copper pairs, symmetrical Eth over copper transfer, max 15/15 Mbps per copper pair.

· 2x Eth ports.

· SSH/CLI management, WebUI Port Monitor.

· 230 VAC or 48 VDC internal power supply. Typical power consumption less than 20W.

· Operating temperature range -25C ... +60C, storage temperature -40C ... +85.

· Steel box dimensions 300 mm x 300 mm x 122 mm.

· Steel box dimensions with the mounting brackets 300 mm x 340 mm x 130 mm.

· Protection category IP 66 according to EN 60529/10.91. Complies with NEMA 4 requirements.

Interfaces and connectors:

· SHDSL, 1-4 copper pairs, SCPE-G2D/G5D/G2S/G5S / IP68RJ

· Ethernet/LAN, 2x ports, SCPE-G2D/G5D/G2S/G5S / IP68RJ

· Serial console management, D9-RJ45

· Power supply cabling: different options available.
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